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Do zastosowań zewnętrznych

Iskiernik wypełniony gazem szlachetnym do piorunochronnych połączeń 
wyrównawczych, zapewniający izolację elektrycznie oddzialonych części i pośrednie 
łączenie izolowanych części rurociągów. Obudowa odporna na warunki atmosferyczne 
(IP65) wykonana z PA 66, iskiernik TSF w wersji metalowo-ceramicznej z końcówkami 
przyłączeniowymi z niklowanej miedzi do przyłączenia śrubami M8. 

•  Wysokiej jakości ceramika przemysłowa
•  Wypełnione gazem szlachetnym, hermetycznie szczelne
•  Nie zawiera substancji radioaktywnych
•  Wysoka zdolność rozładowcza do 100 kA (10/350 μs) (klasa H)
•  Bardzo niskie napięcie przebicia
•  Wysoka niezawodność i stabilne działanie
•  Zabezpieczenie fail-safe
•  Przebadane według DIN EN 62561-3:2018-02

Parametry techniczne OPD 350
Klasa IEC Klasa H
Znamionowe napięcie przebicia DC przy 100 V/s UagN 500 ±15% V=
Znamionowe napięcie przebicia AC (50 Hz) Uaw 350 ±15% V
Typowe dynamiczne napięcie przebicia Uas 950 V
Maksymalne dynamiczne napięcie przebicia Uas 1300 V
Znamionowy prąd wyładowczy (10 x 8/20 µs) In 100 kA
Całkowity prąd piorunowy (10/350 µs) Itotal 100 kA
3x Prąd piorunowy (10/350 µs), prąd długotrwały CENELEC/BTTF 62-2) limp 75 kA/38 As/ 1,45 MJ/Ω plus 150 A/ 0,5 s, 75 As
20x Prąd piorunowy (10/45 µs) half-wave (DIN 48810) 60kA / 10As / 0,1 MJ/Ω
5x Znamionowy prąd przemienny 50 Hz, 1 s, przerwa 3 min Iwn 100/1 A/s
Znamionowy prąd przemienny (50 Hz) 200/0,5 A/s
Krytyczne obciążenie prądem przemiennym (50 Hz) (1x 0.3 s) Iwgr 4.000/0,25 Aeff/s
Warunki gaszenia łuku iskiernika Vex < 230 V/< 100 A
Rezystancja izolacji przy10 V, 100 V > 1 GΩ
Pojemność przy 1 kHz 7 pF
Kategoria prób środowiskowych DIN IEC 60068-1 / 40/90/21
Wilgotność względna 10%...95% rh
Stopień ochrony IP 65
Zakres temperatur pracy TU -40 - +80 °C
Przyłączenie Końcówki z otworami pod śrubę M8

Numery katalogowe
Produkt OPD 350
Nr katalogowy 47 20 65

Karta katalogowa
Iskiernik separujący wypełniony gazem szlachetnym
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Leutron GmbH
Gaußstrasse 2

70771 Leinfelden-Echterdingen
Deutschland / Germany

Material / material:

Freimaßtoleranz / gerneral tolerance:

DIN 2768-1 mittel/Middel
RoHS-Konformität muss gewährleistet sein!

RoHS compliance must be guaranteed
Recycelte Rohstoffkomponenten

werden nicht akzeptiert!
Any recycled raw material components

are not accepted

Schutzvermerk nach DIN 34 / ISO 16016
Copright reserved DIN 34 / ISO 16016

Artikel Nr. / part no.:

Bezeichnung / descripton:

Projekt / project:

Zeichnungsnummer / drawing no.:

----

A3 1/1

OPD

OPD v62

OPD

Clemens Jelen
24.10.2023

1:2

55

114.7
58.73

Ø8.5

174.5

30.36

15
3

40
.9

5

 

Datasheet 
Inert-gas-filled insulation spark gaps 
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Inert gas-filled isolating spark gap for lightning protection equipotential 
bonding, for insulating isolated system parts and for bridging insulating 
flanges on gas pipelines. Weather-resistant housing (IP65) made of PA 66, 
TSF in metal/ceramic design with connection lugs made of nickel-plated 
copper for M8 screw fastening. Protection of the power supply for direct 
current lines and the direct current control for alternating current lines. 

• High-quality industrial ceramics 
• Rare-gas filled, hermetically sealed 
• Free from radioactive substances 
• High lightning current discharge capacity of 100 kA (10/350 µs) (class H) 
• Extremely low sparkover voltage 
• Highly riliable, robust and waterproof 
• Fail-safe characteristic 
• Stable performance, long service life 
• Test standard DIN EN 62561-3:2018-02 

 
Technical Data  OPD 70 
IEC category  Class H 
Nominal DC sparkover voltage at 100 V/s UagN 100 ±20% V= 
Nominal AC sparkover voltage (50 Hz) Uaw 70 ±20% V 
Typical impulse sparkover voltage Uas 650 V 
Max. impulse sparkover voltage Uas 950 V 
Lightning impulse current (10/350 µs) total Itotal 100 kA 
Nominal impulse discharge current (10 x 8/20 µs) In 100 kA 
5x Nominal alternating discharge current at 50 Hz, 1 s, 3 min pause Iwn 100/1 A/s 
3x lightning impulse current (10/350 µs), long-duration current (CENELEC/BTTF 62-2) Iimp 75 kA / 38 As / 1,45 MJ/Ω + 150 A / 0,5 s/ 75 As 
20x lightning impulse current (10/45 µs) half-wave (DIN 48810)  60 kA/10 As/0,1 MJ/Ω 
Nominal alternating discharge current (50 Hz)  200/0,5 A/s 
Alternating current critical load (50 Hz) (1x 0.3s) Iwgr 4.000/0,25 Aeff/s 
Insulation resistance at 10 V, 100 V  >1 GΩ 
Spark-gap extinguishing conditions Vex <70 V/ <20 A 
Self-capacitance at 1 kHz  9 pF 
Test category/climatic category  DIN IEC 60068-1 / 40/90/21 
Relative humidity  10%...95% rh 
Degree of protection  IP 65 
Operating temperature range TU -40 - +80 °C 
Terminals  Hole 8,5 mm copper, nickelplate 

 
 

Order Data 
Product OPD 70 
Article-No. 47 20 60 

 
 
 
 
 

We reserve the right to make alterations in style and form in line with technical development. The illustrations are non-binding. We do not assume liability for mistakes or printing errors. 
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Zdjęcie poglądowe


