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0 1500 3000 4500 6000

LP-STR-D & N Series

LP-GTR-N Series

LOW PIM (800-2500MHz) DC blocked DIN & N type  
- Cellular Carriers 

LP-GTR-D Series

(DC-3000MHz) DC pass N type (50/210/550 Watts), replaceable Gas Tube

(DC-2500MHz) DC pass DIN type (50/210/550 Watts). replaceable Gas Tube

LP-STRL- D & N Series
LOW PIM (680-2200MHz) DC blocked DIN & N, type –LTE, 700MHz Public Safety 
Spectrum, Cellular Carriers

LP-WBX-N Series (2000-6000MHz) DC blocked

LP-GPX-05 (1000-2000MHz) N, TNC & SMA type, DC pass, protects 5 Vdc.  Bidirectional GPS Protector

RF Coax Surge & Lightning Protection Selection Matrix

Broadband 
Wireless

LP-BTR-N
(20-1000MHz) DC blocked N type – UHF/VHF applications – Indoor use  
SCADA, LMR, Utilit ies, Public Safety, Oil, Gas

LP-BTRW-N (20-1000MHz) DC blocked N type – UHF/VHF applications – IP67 Weatherized 
SCADA, LMR, Utilit ies, Public Safety, Oil, Gas

7000

LP-GTV-N Series (DC-7000MHz) & LP-GTV-TNC and RTNC (DC-6000MHz) DC pass  F/F & F/M  

LP-18-195/240/400 N Series  (DC-6000MHz) DC pass N type F&M with EZ-195/240/400 interface 

(100-700MHz) DC blocked N and DIN type protector for high power single or multi channel applications. 

LP-STRH- D, N & 4.3-10 Series
LOW PIM (700-2700MHz) DC blocked DIN, N and 4.3-10 type connectors -
LTE, 700MHz Public Safety Spectrum, Cellular Carriers

LP-HBX-N&D
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